
Black Polycarb. Carbon Filled
Used in Pozzetta PLS600

Pozzetta Black Polycarb. Carbon Filled Conductive Material

Physical	 	 	 	 Nominal Values (English)	  Test

Specific Gravity	 	 	 1.24	 	 	 	 	 ASTM D792
Mold Shrink 		 	 	 .001 to .003 in/in	 	 	 ASTM D955

Mechanical		 	 	 Nominal Values (English)	  Test

Tensile Modulus	 	 	 1.1 psi x 10E6	 	 	 ASTM D638
Tensile Strength	 	 	 16000 psi	 	 	 	 ASTM D638
Tensile Elongation	 	 	 2-4%		 	 	 	 ASTM D638
Flexural Modulus	 	 	 1.0 psi x 10E6	 	 	 ASTM D790
Flexural Strength	 	 	 23500 psi	 	 	 	 ASTM D790
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Impact	 	 	 	 Nominal Values (English)	  Test

Notched Izod Impact (1/8 in)	 1.2 ft-lb/in	 	 	 	 ASTM D256  

Thermal	 	 	 	 Nominal Values (English)	  Test

DTUL@264psi-Unannealed(.125in)	285F		 	 	 	 ASTM D648
DTUL@66psi-Unannealed(.125in)	295F		 	 	 	 ASTM D648

Companies around the world trust Pozzetta
to create secure environments to handle, 
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Electrical	 	 	 	 Nominal Values (English)	  Test

Volume Resistivity	 	 	 10E1-10E3 ohm-cm		 	 ASTM D257
Surface Resistivity 		 	 10E4-10E6 ohm/sq		 	 ASTM D257
Static Decay, MIL-PRF-81705D	 <2.0 sec	 	 	 	 FTMS-4046.1


